
Section II: Types of Road Changes 
This section provides basic example steps for each type of adjustment that can be made in RIMS. Each description provides additional resources for a more detailed understanding of the process.
The two companion guides referenced in this section are the RIMS Business Guide and the RIMS User Manual. The Business Guide provides an overview and processes for inventory updating, and general step-by-step instructions for performing basic tasks. The User Manual provides more detailed instructions for using each screen of the RIMS application.

[image: Macintosh HD:Users:KatLaw:Downloads:side 1.png]

The following shows each of the road change types that can be completed in RIMS. This diagram will be grouped by type (i.e. the categories used in the draft outline).
DACHS Addition
	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:rotue01.png]	Comment by Katherine Lawrence: Add an arrow to the directional diagrams.
	Addition (ADTN)
	An Addition (ADTN) is used for a new route (using a new route number) or an extension to the end of a route (continuing the same route number).

*add an arrow to the directional diagrams (here and below)

	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route02.png]	Comment by Katherine Lawrence: Add an arrow to the directional diagarms.
	Realignment: Add (RALN)
	A Realignment: Add (RALN) is used for an extension to the beginning or middle of an existing route. A realignment uses the same route number but changes the length and/or the starting point of the route.

	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route11.png]
	Realignment: Add (RLAN)
	A Realignment: Add (RLAN) is used for an extension to the beginning or middle of an existing route on a new alignment.


DACHS Abandonment
	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route03.png]
	Abandonment (ABAN)
	An Abandonment (ABAN) is used if the roadway is:
· Not being used and/or maintained,
· The abandoned section is not being replaced by a new road (called an isolated abandonment), and
· The road being abandoned still exists.

	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route05.png]
	Delete (DELE)
	A Delete (DELE) is used if the roadway is:
· Not being used and/or maintained,
· The abandoned section is not being replaced by a new road (called an isolated abandonment), and
The road has been physically removed (for example, replaced by buildings).

	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route11a.png]
	Realignment: Abandonment (RABA)
	Labeled as an “Abandon” in DACHS.
A Realignment: Abandonment (RABA) is used when an abandonment is happening at the same time as a realignment and the road being abandoned is still physically intact. This means that a route is being re-routed, although the initial route still exists.

	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route11c.png]
	Realignment: Delete (RDEL)
	Labeled as an “Abandon” in DACHS.
A Realignment: Delete (RDEL) is used when a abandonment is happening at the same tie as a realignment and the road has been physically removed. This means that the route is being re-routed and the initial route has been removed.


DACHS Discontinuance
	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route04.png]
	Discontinuance (DICO)
	A Discontinuance (DICO) is used for an isolated discontinuance (the abandoned section is not being replaced by a new road). This means that the route number will be removed. This typically occurs when VDOT stops maintaining a roadway.

	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route11b.png]
	Realignment: Discontinuance (RDIC)
	Labeled as a “Discontinuance” in DACHS.
A Realignment: Discontinuance (RDIC) is used when a realignment is taking place at the same time as a discontinuance.


DACHS Transfer	Comment by Katherine Lawrence: Review and compare to business guide.
	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route06.png]
	Renumber (RENU)
	A Renumber (RENU) is used for when a route is given a new route number. This can occur when a road changes classification or is transferred across highways systems.
Note: When a renumber occurs, the existing route is always removed from the centerline.


DACHS Renumber
	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route07.png]
	Renumber (RENU)
	A Renumber (RENU) is used for when a route is given a new route number. This can occur when a road changes classification or is transferred across highways systems.
Note: When a renumber occurs, the existing route is always removed from the centerline.


DACHS Data Correction
	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route10.png]
	Split (SPLT)
	A Split (SPLT) is used if a new intersection is added to an existing road section.

	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route13.png]
	Length Correction (LENC)
	A Length Correction (LENC) is used if the only change being reported is a correction to the mileage of an existing road section. 


RIMS Miscellaneous ICR
	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route11d.png]
	Realignment: Remove (RREM)
	A Realignment: Remove (RREM) is used to remove an existing overlapping route from a centerline as part of a realignment.

	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route12.png]
	Assign Route (ASSN)
(used to describe the new location for the route)
	An Assign Route (ASSN) is used to assign a new overlap route to an existing centerline.

	
	Realignment: Remove (RREM)
(used to describe the old location for the route)
	A Realignment: Remove (RREM) is used to remove an existing overlapping route from a centerline as part of a realignment.

	[image: Macintosh HD:Users:KatLaw:Dropbox:SPP:0086-VDOT-rw-inventory-tutorial:routes:route14.png]
	Assign Route (ASSN)
	An Assign Route (ASSN) is used to assign a new overlap route to an existing centerline.
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